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TOP OF DUCTBANK
STA. 131+18.06
OFFSET: 48,94 LT
EL. 2.7
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TOP OF DUCTBANK
STA. 129+94.30
OFFSET: 50.67" LT
EL. 1.5
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5/-8" x 3'-7" EXIST. SEWER ~
EDGE OF PAVEMENT 6 PIPE UNDERDRAIN :
PLAN
NORTH ABUT.
| |
CCC&G, TYPE M-4.24 | 1;EOOTING AND TOP OF C.M.S. 5'-8" x 3'-7" EXIST. SEWER I
UCTBANK AT FACE "
BOTTOM OF CCC&G EL. 150 OF ABUTMENT \ i 32" CONC. BARRIER
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NORTH ABUT. 6" PIPE UNDERDRAIN o oslf :
\ «— FACE OF ABUTMENT OR PIER
L “: ELEVATION T/DUCTBANK EL.-4.18
N ' . 14” PCC SHOULDER
Y NORTH ABUT. ¢ NORTH PIER = /
I L 3
i ] 71
il I |
I i k | PROP 8 | |
L N | WB 1-94 TO Lo
| | 3 | I-57 CONNECTOR I | l” TWO COMPONENT NON-STAINING
B B ! { 1 /2" COMPRESSIBLE ROD GRAY SEALING COMPOUND WITH
- POLYSULF
{ [ CONC. MED. SURFACE { | Pl 1//(1':,?:558531%% “é%ISNTT OFFILLER GUN—ngDéDEII':F{iQLIj’ISIMPEORLYMER
[0 VARIES 10.34' TO 0.00° ! Pl . (INCLUDED IN COST OF PCC
| | { | R PCC SHOULDERS, 14") DETAIL A LSHOULDERS, 147
| SHLDR 38/ | Bl NOTES DETAIL A -
i [ 4.0° | TO B SB I-57 : | SHOULDER VARIES | | | SAME DETAIL APPEARS ON “MISCELLANEOUS DETAILS: PLAN AND TYPICAL SECTION DETAILS"
l I | } 8.00" TO 9.20 { i 1. SEE TYPICAL SECTIONS FOR COMPOSITION OF EXISTING AND PROPOSED PAVEMENT.
; }: : :‘ giggéstg";,UizA%EO o (Eh%ng'Go |1 2. ALL VIEWS LOOKING UPSTATION.
| | SEE DETAIL A ™ I 3. CONTRACTOR SHALL USE CAUTION DURING PAVEMENT REMOVAL AND EXCAVATION
L]y | OPERATIONS AROUND EXISTING BRIDGE FOUNDATIONS.
! } { 4. ALL DIMENSIONS AT RIGHT ANGLES TO EXPRESSWAY.
| byl | 5. THE TOP OF FOOTING ELEVATIONS ARE TAKEN FROM EXISTING PLANS, IF THE
| T /E00TING [} I JT/FOOTING = TOP OF FOOTING ELEVATION VARIES SUCH THAT THE PROPOSED PCC PAVEMENT REVISIONS
| BHTEg IEL. 2.25 WOULD NEED TO BE POURED DIRECTLY ONTO THE TOP OF FOOTING, THE N ATE ILLINOIS DEPARTMENT OF TRANSPORTATION
DUCTBANK Ebe L | | CONTRACTOR SHALL PROVIDE A 10 MIL POLYETHYLENE BOND BREAKER ON TOP F.AL. 94 (DAN RYAN E
SECTION AT EXISTING SEWER OF THE EXISTING FOOTING PRIOR TO PLACING THE PAVEMENT. THIS WORK SHALL sRele XPRESSWAY)

BE INCLUDED IN THE COST OF PCC SHOULDERS, 14"

TYPICAL SECTIONS AND DETAILS:
\ \ 6. REFER TO PROPOSED ELECTRICAL SHEETS FOR DUCTBANK PAY ITEM. WENTWORTH AVE. OVERPASS FOOTINGS,

7. CONTRACTOR SHALL SUPPORT EXISTING SEWER WHEN EXCAVATING FOR DUCTBANK. PUCTEANG SELAOERDRATNIDETAILS

SHOULDER DETAIL AT WENTWORTH AVENUE 8. MAINTAIN 3” MIN. STABILIZED SUBBASE (BAM) OVER DUCTBANK. CONTRACTOR SCALE: NONE DRAWN BY: T8
SHALL ADJUST DUCTBANK AS NECESSARY TO MEET THIS REQUIREMENT. DATE: MARCH 1, 2006 CHECKED BY: ToB
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